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Single Ended Beam Load Cell

BNS8

Type: Single Ended Beam
Material: Alloy Steel
Surface: Nickel Plated Treatment
Protection: IP 67
Features: Low Profile
Anti-Explosion
Application: Pallet Scales
Hopper Scales
Process Weighing
Food Industries
Overhead Track
Specifications:
Capacity t 05/1/2/25/3/5/10
Accuracy Class C3 C4
Max. Number of Verification Intervals Nmax 3000 4000
Minimum Load cell Verification Interval Vmin Emax/10000 Emax/14000
Temperature Effect on Zero %FS/10°C <+0.015 <+ 0.010
Temperature Effect on Sensitivity %FS/10°C <+0.011 <+0.009
Combined Error %FS <+0.020 <+0.018
Creep %FS <+0.016 <+0.012
Output Sensitivity mv/v 3.0 £0.003
Input Resistance Q 350+ 3.5
Output Resistance Q 351+2
Insulation Resistance MQ > 5000
Zero Balance %FS 1.0
Temperature, Compensated °C -10 ~ +40
Temperature, Operating °C -35 ~ +65
Excitation, Recommended \% 5~12(DC)
Safe Overload %FS 120
Ultimate Overload %FS 150
Standard Cable Length m 4(0.5~2t),6(2.5~10t)
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